
Capacity
The ZapCharger system utilizes the available capacity to its fullest, it also 
shares the load evenly between each charging station.

The automatic queuing system gives you access to power when its 
released from other ongoing charging sessions, this makes is possible to 
charge 100 electric vehicles in one day, on a 63A circuit.You can also 
charge up to 22kW on every single charging station.

Scaling
In a ZapCharger Pro installation, you can choose to add the infrastructure 
first, and secondly connect the charging stations as people get themselves 
electric vehicles, and the need for charging stations increases. This is 
because of the unique plug & play backplate/connection box and our 
patented phase balancing technology.

ZapCharger Pro can also communicate via the power cable, so to scale 
an existing installation requires therefore no extra work in the fuse  
cabinet. The electrician simply connects the new charging station onto  
the existing infrastructure.

Fair
Each ZapCharger measures power consumption via a built-in energy  
meter, and can also be configured with authentication using RFID or the 
app. This ensures that the multi-unit dwelling / owner can monitor how 
much electricity is used by each consumer/user.

Charge over 100 EVs

   on a single 63A circuit



Safety
Our charging station is designed with a high focus on safety. Using 
integrated fuses, ground fault protection, and temperature, basically 
everything that characterize a secure charging station. In addition, we 
have a robust Type 2 socket, which can withstand up to 10,000 charging 
sessions, and which is intended for charging with high power over time.

Future Proof
ZapCharger Pro is not only a charging station packed with the latest 
and greatest on the market within specially designed hardware. It is 
also closely connected to our cloud, which enables us to give you as a 
user, better charging and new features in the age to come. We are also 
designing everything ourselves, so that we are able to focus on the rapid 
growing needs in the EV marked.

Powergrid 
TN, IT, TT 230/400 
VAC
32A 1 phase: Up to 
7,36 kW
32A 3 phase: Up to 
22,08 kW 
 
Power outlet 
IEC 62196-1/2
(Mode 3, Type2) 
 
Protection 
IP 54
Type-B integrated elec-
tronics RCD (Differen-
tial protection)
3x32A, type C 
 
Energy control 
Smart-House ready
 

Weight and Size 
39.2 cm long 
25.8 cm wide 
11.2 cm deep 
Weight: ca. 5kg, 
included wallmount 
 
Functions
Load-balancing 
Phase-balancing
Admin access 
Cloudbased web 
solution 
Mobile app ready 
 
Communication 
Bluetooth Smart 
Power Line Communi-
cation (PLC) 
WiFi ready RFID/NFC
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